REMOVE SHEAR LOCATORS FROM THE
BOTTOM OF FULL UNITS AND ADHERE
ALL UNITS WITH EXTERIOR GRADE
CONCRETE ADHESIVE TO SURFACE
BELOW.

SCOUR PROCTECTION AS REQUIRED.
USE RIPRAP OR PRECAST SLAB IN
OUTLET AREA (DESIGNED BY OTHERS)

NOTE: SIZE CAST-IN-PLACE CONCRETE COLLAR TO INCREMENTS OF UNIT HEIGHTS (18")
VERTICALLY AND INCREMENTS OF ONE-HALF OF A UNIT WIDTH (24") HORIZONTALLY.

EACE VIEW

(NOT TO

CAST-IN-PLACE CONCRETE COLLAR AROUND PIPE.
SIZE CAST-IN-PLACE CONCRETE COLLAR TO
INCREMENTS OF UNIT HEIGHTS (18") VERTICALLY AND
INCREMENTS OF ONE-HALF OF A UNIT WIDTH (24")
HORIZONTALLY. SLOPE FACE OF CAST-IN-PLACE
COLLAR TO MATCH BATTER OF WALL UNITS.

CAST-IN-PLACE
CONCRETE USE HALF-CORNER BOULDERS NEXT
COLLAR TO CONCRETE COLLAR TO MAINTAIN
AROUND PIPE RUNNING BOND. PLACE THE RIP-RAP OR OTHER
TAPERED SIDE TOWARDS THE SCOUR PROTECTION
ADJACENT UNIT, AND THE TEXTURED (DESIGNED BY OTHERS)
SIDE TOWARDS THE COLLAR.

LONDONBOULDER - NO SETBACK
UTILITY PIPE PENETRATING WALL FACE
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